
LOADCELL Model : ST-BH1

Type : Tension Load Cell

Surface : Nickel Plated Treatment

Construction : High Alloy Tool Steel construction against shock and overload.

Hermetically & moisture Sealed

Technical Specifications:
Capacity 1, 2, 5, 10, 20, 30, 40, 50, 60, 100, 120 TF

Rated Output 2.0mv/v Nominal

Zero Balance ± 1℅ FS Creep (30min) 0.02℅ FS

Input Resistance 400 ± 10Ω Operating Temp. 0 To 60℃

Output Resistance 350 ± 10Ω Temp. Effect on Zero 0.03℅ FS/10˚c

Excitation Voltage 9~12 VDC Temp. Effect on Span 0.03℅ FS/10˚c

Nonlinearity 0.02℅ FS Safe Overload 150℅ FS

Hysteresis 0.02℅ FS Ultimate Overload 200℅ FS

Repeatability 0.02℅ FS Insulation Resistance 5000MΩ(50VDC)

Dimensions:

Application : Crane Weighing, Hanging Weighing, Force of Vehicles and Ships, Tension

Dynamometer, Cargo handling in Ship Yard, Material handling equipments.

CAPACITY 

TF. L L1 H W ǾA SHACKLE HOOK CABLE MTR.

1 ~ 5T 230 160 76 34 38 7/8 5/8 5

10T 280 188 90 47 40 1 1/4 3/4 5

20~30T 370 230 125 55 53 1 3/4 * 12

40~50T 430 260 150 65 73 2 1/2 * 12 (40T), 16 (50T)

60T 430 260 150 85 73 2 1/2 * 16

100~120T 580 340 220 115 98 3 1/2 * 16
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